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Three generations behind your success
A history developed over three generations cannot be 

bought, but you can sense and feel it. It is an indirect, 

daily infl uence on the spirit of our company. 

With over 85 years of experience and success in machine 

building and over 60 years of specialization in the print 

finishing and wire stitching arena, Hohner today combine 

their experience in traditional technology with a forward 

looking philosophy towards companies entering the 

saddle stitching sector of the market for the fi rst time, or 

those who are ready to take the next step towards custo-

mized and modular saddle binders. Either way, we gua-

rantee a long term, successful co-operation.

Leader in technology
Dependability and longevity, with the incorporation of 

quick set-up times and operator friendliness of our pro-

ducts. This is what Hohner Technology in print fi nishing

and expressly in the wire stitching market is all about.

Innovation
Our obligation to meet your needs is at the centre of our

philosophy. We have a close co-operation with our exi-

sting customers, listening to their specifi c suggestions 

from an operator’s point of view. Combine this with the 

expert knowledge of our highly motivated, qualifi ed staff

and you create the foundation for ongoing technological 

development. This is how we ensure that you will always

be one step ahead with our products.

Quality
Since the fi rst day of our existence we have set bench-

marks in precision and development work. This warrants

a quality which, above all, pays off for our customers.

An international distribution network
Keeping in touch with the market is important to us. That

is why we offer worldwide availability of our stitching 

technology combined with expert consultancy from our 

headquarters in Germany. You can also count on our 

teams at our companies in China, Spain, UK and USA: 

We all want you to be satisfi ed, because your satisfaction 

is our success.

Service
Individual consultation, fl exibility, fast reaction times, 

long term availability of replacement parts, quick delivery, 

friendliness, international orientation: all these are much 

more than catchphrases for us. We believe these terms 

are fundamental to the values of a business relationship 

and you will experience them with us, every day.

Hohner Maschinenbau GmbH

Our obligation to meet your individual needs -

Six good reasons to choose Hohner:



This single head wire stitching machine offers:

- The perfect solution for standard and loop stitching 

of pads and brochures.

- Robust construction.

- Easily adjustable table from saddle for brochures,  

to flat for pads.

- Maximum stitching speed: 203 staples per minute.

- Table size : 700 x 240 mm.

- Hohner patented cutting system for optimum wire  

feed, even for thicker products (Computer and Digital 

printing).

- Optional, quickly exchangeable conversion parts  

for loop stitching.

Economy 25/40

The Knocker



This multi head wire stitching machine for mixed
applications is characterised by:

- Equipped as standard with Universal 52/8S stitchig 

heads. It is possible to fi t up to four of these heads to 

the machine.

- Standard and loop stitching or mixed applications.

- Perfectly suitable as a stand-alone machine, for the 

completion of a whole system or test unit.

- Maximum stitching thickness 8 mm for standard  

stitching.

- Easily convertible stitching table from pad stitching (flat) 

to brochures (saddle).

- Many varieties of exchange parts sets for a wide range 

of staple options are available to fit at a later stage.

- Simultaneous and central adjustment of stitching thick-

ness and wire length of all heads with only one lever.

- A backstop and two side lays are fully adjustable for 

accurate and easy positioning of the staples.

- Extremely easy for the operator to change from one 

format to another.

- Perfectly suitable for small production runs, sample 

stitching or off-line applications.

- Maximum stitching per head: 206 staples per minute.

- Table size 550 x 280 mm.

Exact

The flexible mini



This stitching machine with handfeeding 
stations allows:

- Standard stitching and loop stitching or mixed  

applications.

- The difference between this machine and conventional 

saddle binders is the ability to gather and stitch unusual 

formats or paper weights.

- Subsequent extension of up to 6 stations.

- Highest effi ciency with up to 4.000 cycles per hour.

- Gentle brochure transportation via double carriers to 

prevent damage to the product.

- Can be equipped with up to 4 Universal 43/6S narrow 

stitching heads.

- Fast conversion to “staggered stitch” production.

- High amount of fl exibility for small runs and sample 

stitching, as well as oversized formats.

- Brochure format (spine x head/tail): 100 x 80 mm to  

430 x 340 mm.

Exact-Plus

The semi-automatic



Orion 4

The flexible big one

This all-rounder wire stitching machine
demonstrates its strengths with:

- A solid construction - specially designed multiple head 

stitching machine for handling thick pads.

- The flexibility to install up to four HOHNER UNIVERSAL 

70/20 stitching heads for stitching thicknesses of  

0-20 mm with our patented cutting system.

- Equally suitable as a stand-alone machine or for 

completion of a whole system, as well as for special 

constructions.

- Fast and easy table adjustment from pad stitching (flat) 

to brochures (saddle).

- The possibility of unusual staple positioning due to the 

throat depth of approx. 230 mm from clincher box (e.g. 

calendar production).

- Subsequent purchase of stitching heads at any time.

- Simultaneous central adjustment of stitching thickness 

and wire length of all heads with only one lever.

- A backstop and two side lays are fully adjustable for 

accurate and easy positioning of the staples.

- Extremely easy for the operator to change from one 

format to another.

- Conversion option to loop stitching.

- Maximum stitching per head: 192 staples per minute.

- Table size from 1000 x 330 mm.



Narrow Stitching Heads

Expertise for every application
Universal 70/20  |  Universal 43/6-S  |  Universal 52/8-S  |  HSS 18  |  M45/6  |  M55/L  |  ST 43  |  
ST 55/L  |  HSSHKU  |  HSSHKM

For further information kindly ask for the

according brochure.



Technical Data - Wire Stitching Machines

		  ECO 25/40	 EXACT	 EXACT PLUS	 ORION IV
Capability and formats					   
Mechanic cycles per minute	 203 	 206 	 67* 	 192
*infi nitely variable					   
Stitching table size [mm]	 700x240 	 550x280 		  1000x330
Working height [mm]	 880	 845	 890	 935
Throat depth from clincher box
to machine body [mm] for pad stitching	 95	 173	 impossible	 230
Throat depth from clincher box
to machine body [mm] for saddle stitching	 290	 340	 340	 320
Maximum brochure size [mm]			   430x340	
Minimum brochure size [mm]			   100x80	
„Staple offset with „staggered stitch“ production [mm]
(centre to centre)“			   18	
Minimum staple distance [mm]		  52 - 74	 43 - 61	 70 - 100
Maximum staple distance [mm]		  330	 330	 550
					   
Narrow Stitching heads					   
Maximum distance between staples		  330	 330	 550
Stitching head (standard)		  52/8-S	 43/6-S	 70/20
Stitching head (optional)		  43/6-S	 52/8-S	 HSS 18
Maximum number of stitching heads	 1	 4	 4	 4
Crown width [mm]	 14	 14	 12	 14
					   
Stitching wire					   
Round wire (standard)	 No.21-30*	 No.24-28*	 No.24-26*	 No.20-28*
		  (Ø 0,80-0,35 mm)	 (Ø 0,60-0,40 mm)	 (Ø 0,60-0,50 mm)	 (Ø 0,90-0,40mm)
Flat wire	 I - VI			   I - VI
		  (0,70x0,35 mm - 			   (0,70x0,35 mm - 	

	 0,90x0,78 mm) 			   0,90x0,78 mm)
Wire for loop stitching on request
*wire sizes according to european norm
Other wire types on request					   
					   
Max. stitching thickness					   
clinched staple [mm]	 25	 8	 6	 20
stabbed from both sides [mm]	 40			 
Loop stitching [mm] (Optional)		  3	 3	 4
Exchange parts for loop stitching up to [mm]	 3	 depending on 	 3	 4
			   stitching head
All indications are depending on paper type and quality.				 
					   
Options					   
Single cycle operated by foot switch	 x	 x		  x
Extension for two additional work stations			   x	
Type of stitching head		  43/6-S	 52/8-S	 HSS 18
Exchange parts for other types of wire	 x	 x	 x	 x
Exchange parts for loop stitching kit [mm]	 Ø 6.0	 Ø 6.0, 8.0	 Ø 6.0, 7.0, 8.0	 Ø 6.0
					   
Dimensions					   
Machine height [mm]	 1540	 1600	 1600	 2000
Floor space required [in mm LxWxH]	 900x700x1540	 744x550x1564	 *	 830x1200x2000
*depending on number of stations					   
Maximum number of work stations	 1	 1	 6	 1
Noise emmission [dB(A)]	 < 82	 < 82	 < 82	 < 82
					   
Power requirements						    
Power [kW]	 0,55	 0,37	 1,0	 1,1
Tension [V]	 230/400	 230/400	 230/400	 230/400
Frequency [Hz]	 50/3~*	 50/3~*	 50/3~*	 50/3~*
*Other tension types on request					   
					   
Weight					   
Net weight [kg]	 200	 146	 315 (2 stations)	 605
Gross weight [kg]	 240	 184	 511 (2 stations)	 656
Packaging dimensions [in mm LxWxH]	 1030x800x1540	 1030x800x1540	 2810x1580x1710	 1100x960x1730
Subject to technical changes



Hohner worldwide

Headquarters Germany
Hohner Maschinenbau GmbH
Gänsäcker 19
78532 Tuttlingen, Germany
Phone 	 +49 74 62/94 68 - 0 
Fax 	 +49 74 62/94 68 - 20
info.de@hohner-postpress.com
www.hohner-postpress.com

USA
Hohner Stitching Products Inc.
2521 Technology Drive, Suite 206
Elgin, IL 60124 USA
Phone 	 (+1) 847 783 0411
Fax	 (+1) 847 783 0412
info.usa@hohner-postpress.com

Spain
Hohner Maquinaria de Artes Gráficas S.L.
Plaza Narcís Oller 9, 1º 2ª
08006 Barcelona, España
Phone	 +34 93 368 20 39
Fax	 +34 93 368 23 69
info.es@hohner-postpress.com

China
Hohner Stitching Technology
(Nanjing) Co., Ltd.
Qixia District, 
Guangyue Road No.27
210034 Nanjing, PR.China
Phone 	 +86 25 83123086
Fax     	 +86 25 83123096
info.cn@hohner-postpress.com

Spain

Germany

China

America



Hohner Maschinenbau GmbH
Gänsäcker 19
D-78532 Tuttlingen
Germany

Phone 	+49 74 62/94 68 - 0
Fax	 +49 74 62/94 68 - 20
info@hohner-postpress.com
www.hohner-postpress.com
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